
Sizes:  1-1/4" Trunk; 1" Zone
 Direct panels are designed to supply high temperature zones, 
such as dedicated water heaters, baseboards or fan coil units. 
All supply and return lines are 1”. Direct panels can supply 1 to 
5 zones.

 Under certain conditions, such as with the use of a 
condensing boiler, Direct panels can be connected directly 
to the heat source, provided the following conditions apply:
 –  Proper fl ow is maintained through the heat source.
 –  Heat source can be set to desired temperature setting 

(no mixing required).
 –  No minimum return fl uid temperature is required for the 

heat source.
 –  All necessary conditions and piping practices, as outlined 

by the heat source manufacturer, are properly maintained.

Installation
 Make sure an electrical outlet is within 3 feet of where the 
D-Series panel will mount. If there are no outlets nearby, one 
will need to be added.

Install and level Z-Bracket with 1/4” x 2-1/2” lag screw to 
studs. Make sure the Z-Bracket is the correct size for the 
given D-Series panel. Incorrect Z-Brackets may interfere with 
cover placement.
 
Hang the D-Series panel on the Z-Bracket. Optional lag screws 
may be added to the bottom of the panel, further securing the 
panel to the wall. Hang cover from top down.

 To purge a Direct panel, close all isolation ball valves located on 
each circulator. Open the isolation ball valve for the fi rst zone. 
Close the corresponding purge valve and open the drain port. 
When the fi rst zone is fi lled and purged, close all valves for that 
zone and repeat for the next zone. Repeat until all zones are 
fi lled and purged. Open the purge ball valve and cap the drain. 
Make sure all isolation ball valves are open for normal operation.
 
Refer to the installation manual for further details.
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Features
–  Wall mounted white powder coated back panel and cover.
– Easy access to all components.
– Pre-wired circulators and controls.
– Simple CAT 5 jump wiring to connect panels.
– Single union connection between panels.
– Integrated leveling system.
– Z-Bracket for simplifi ed mounting.

  

Specifications
Supply Voltage . . . . . . . . . . . . 120 Volts
Circulator Type . . . . . . . . . . . . Watts Radiant 15-58
  . . . . . . . . . . . . . . . . . . . . . Taco 007
  . . . . . . . . . . . . . . . . . . . . . Bell and Gossett NRF-22
Electrical . . . . . . . . . . . . . . . . . Relays and CAT 5 Connections
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Hydronex D-Series Direct 3 zone  panel. Direct series are available from 
1 to 5 zones.

Product Options

Qty.  Description Part # Order # Panel Size
 DDirect Panel, 1 Watts Radiant 15-58 Pump  DDirect1WR1558  81005812  28” x 31.5”
 DDirect Panel, 2 Watts Radiant 15-58 Pumps  DDirect2WR1558  81005813  40” x 31.5” 
 DDirect Panel, 3 Watts Radiant 15-58 Pumps  DDirect3WR1558  81005814 40” x 31.5”
 DDirect Panel, 4 Watts Radiant 15-58 Pumps  DDirect4WR1558  81005815 52” x 31.5”
 DDirect Panel, 5 Watts Radiant 15-58 Pumps  DDirect5WR1558  81005816 52” x 31.5”

 DDirect Panel, 1 Taco 007 Pump  DDirect1TA007  81005817 28” x 31.5”
 DDirect Panel, 2 Taco 007 Pumps  DDirect2TA007  81005818 40” x 31.5”
 DDirect Panel, 3 Taco 007 Pumps  DDirect3TA007  81005819 40” x 31.5”
 DDirect Panel, 4 Taco 007 Pumps  DDirect4TA007  81005820 52” x 31.5”
 DDirect Panel, 5 Taco 007 Pumps  DDirect5TA007  81005821 52” x 31.5”

 DDirect Panel, 1 Bell & Gossett NRF-22 Pump  DDirect1BGNRF22  81005822 28” x 31.5”
 DDirect Panel, 2 Bell & Gossett NRF-22 Pumps  DDirect2BGNRF22  81005823 40” x 31.5”
 DDirect Panel, 3 Bell & Gossett NRF-22 Pumps  DDirect3BGNRF22  81005824 40” x 31.5”
 DDirect Panel, 4 Bell & Gossett NRF-22 Pumps  DDirect4BGNRF22  81005825 52” x 31.5”
 DDirect Panel, 5 Bell & Gossett NRF-22 Pumps  DDirect5BGNRF22  81005826 52” x 31.5”

DDirect Panel, 3 Watts Radiant 15-58 Pumps  DDirect3WR1558  81005814 40” x 31.5”

DDirect Panel, 5 Watts Radiant 15-58 Pumps  DDirect5WR1558  81005816 52” x 31.5”

DDirect Panel, 1 Taco 007 Pump  DDirect1TA007  81005817 28” x 31.5”

DDirect Panel, 3 Taco 007 Pumps  DDirect3TA007  81005819 40” x 31.5”

DDirect Panel, 5 Taco 007 Pumps  DDirect5TA007  81005821 52” x 31.5”

DDirect Panel, 1 Bell & Gossett NRF-22 Pump  DDirect1BGNRF22  81005822 28” x 31.5”

DDirect Panel, 3 Bell & Gossett NRF-22 Pumps  DDirect3BGNRF22  81005824 40” x 31.5”

DDirect Panel, 5 Bell & Gossett NRF-22 Pumps  DDirect5BGNRF22  81005826 52” x 31.5”




